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(5) ULTIMATE_8bit
(6) ULTIMATE _16bit
V1.0 CINGITEN 2022-07-07

¥: HAMKEEEM (www.godox.com.cn) TREBFHHH.



Godox [ £ 4 #H Godox Frimware Release Note

M600Bi Firmware Release Note

1. Upgrade instructions: Please download the latest firmware (Bin file) of M600Bi
from the official website and put it into the main directory of a U disk. Then, connect
the U disk to the USB interface of M600Bi control box. Press the switch button to re-

power it (There is no other Bin file in the U disk, otherwise the upgrade will fail).

2. The control box to which this firmware applies is the product with the code ending

with M600Bi printed on the housing.

3. How to find Version Number: Turn the control box power on, and press the
"MENU" button to enter the menu settings. Then, select "Version and Upgrade" and

the version number will show up (such as V1.00).

4. Version Instructions:

Version What’s New Date

V1.1 1. USB port can provide 5V voltage and 500ma current. 2023-02-02
2. Shortly pressing the shutdown button, the light can be
turned on and off quickly.

3. DMX is modified to 6 modes:

(1). CCT_8bit
(2). FX_8bit
(3). CCT _16bit
(4). FX_16bit
(5). ULTIMATE_8bit
(6). ULTIMATE _16bit

V1.0 The original version 2022-07-07

Note: For more details, please download the newest instruction manual on the official website:

www. godox.com.
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