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X1R-N Receiver (For Nikon) Firmware Instructions

1. Please use the Godox firmware upgrade software G3 to open and upgrade the firmware. G3
can be downloaded from the official website.

2. To check the version number, follow these steps: With the receiver powered off, press and hold
the "GR" button, then power on the receiver. The LCD screen will display the software version
number (e.g., for version 10: 10U).

3. Version Information:

Version Updated Contents Date

V22 1. Addressed the issue where abnormal flash behavior | 2022-04-28
might occur on the receiver when triggering high-speed
flash after pressing the TEST button. Resolved the
problem of irregular backlight activation on the flash
display screen mounted on the top hot shoe of the
receiver.

2. Fixed some minor issues.

V21 1. Added Feature: User-Settable RF ID. Procedure: Power | 2018-01-10
on the receiver by simultaneously holding down the CH
and GR buttons. Enter the RF ID setting interface. Short
or long press the CH button to increase the ID value;
short or long press the GR button to decrease the ID
value. After 5 seconds, power off the receiver to save
the set ID value. Upon normal startup, the set ID value
will affect RF reception.

V20 1. Fixed the problem where, when the on-camera flash on | 2017-12-01
the receiver was set to iTTL mode, and the receiver was
in M mode, the M output no longer changed when it
exceeded 1/4.

V19 1. Fixed the problem where, when the on-camera flash on | 2017-09-12
the receiver is set to iTTL mode and the receiver is in M
mode, the on-camera flash output varies with changes
in camera ISO.

V18 1. Resolve compatibility issues that may occur when using | 2017-06-21
the SB910 or SB5000.
V16 1. Ensured consistency between the receiver and | 2016-06-07

transmitter firmware versions.

V15 1. Fixed the problem where, when users double-tap the | 2016-04-13
screen to change the channel while using the receiver,
the receiver would no longer receive signals for the new

channel.

V14 1. Ensured consistency between the receiver and | 2016-03-24

transmitter firmware versions.
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V13 1. Fixed the problem where, when users double-tap the | 2016-03-15
scree to decrease the corresponding value while using
the receiver, the receiver would no longer receive
signals for the new setting.

V12 1. Fixed the problem where, when the ISO value is greater | 2016-02-02
than 100, the receiver's 1/1 output in M mode is
smaller than that at 1ISO 100.

2. Fixed the issue where the main flash did not fire during
rear curtain sync when the shutter speed was slower
than 1 second.

Vi1 1. Fixed the problem where, when users use D80 or D90 | 2015-12-31
cameras with a shutter speed set to 1/250s, there is an
issue with flash synchronization.

V10 1. Fixed the problem where, when users use Nikon SB | 2015-12-29
series cameras and receivers, the flash may not fire.

V09 1. Fixed the problem where, receiver causes black edges | 2015-12-24
when users use FP flash with D750, D610 cameras.

V08 1. Enhanced wireless anti-interference ability and adjusted | 2015-11-26
CH9/CH12/CH15/CH18/CH21/CH24/CH27/CH30

channel settings. As these 8 channels are not
compatible with the old version, please update the

relevant devices.

V04 1. Even if the receiver's group is set to OFF, it will still | 2015-11-11
trigger the LED when receiving a flash signal.

V03 1. Added support for the RFS2.1 transmitter. 2015-10-31
2. Added Multi function.

Note: For more details, please download the latest instruction manual from the official website:
https://www.godox.com/
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