





What's Inside of LP600Bi

— a0 E

Light Body Adapter Power Four-way Carry Bag Instruction
(With yoke) x 1 x1 Cord x 1 Barndoor x 1 x1 Manual x 1

What's Inside of LP600Bi K2

@%%@3 =0

Light Body Adapter Power Four-way Light Stand  Carry Bag  Instruction
(With yoke) x 2 x2 Cordx2  Barndoor x 2 x2 x1 Manual x 1

What's Inside of LP600Bi K3

Light Body Adapter Power Four-way  LightStand CarryBag Instruction
(With yoke) x 3 x3 Cordx3  Barndoor x 3 x3 x1 Manual x 1
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Power Supply

2. NPF Battery Power Supply

The light can be powered by two
7.4V NPF batteries.
Note: NPF battery is sold separately.

1. DC Power Supply

20V/1.8A LP400BI
20V/3A LP600BI

Installing Barndoor

Press the lock/release pusher, slide in the closed barndoor from  the side rails, then push the lock/
release pusher in the front direction to complete the installation.
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Power Switch

1. After inserting two NPF batteries, toggle the power switch button to < {m] > to turn on the device
2. When connected to the DC power source by adapter, toggle the power switch button to < =<CF > to
turn on the device.

3. Regardless of the power supply mode, toggle the power switch to < QFF > to turn off the device

Brightness Adjustment

In CCT and FX modes, press and rotate the SET button/select CCT
dial to adjust brightness from 0%-100%. Rotate clockwise to
increase the brightness by 1 unit while rotate anticlockwise

to decrease the brightness by 1 unit, quick adjustment is also
ety e 85~ 6500«
available by quick rotation

Mode Selection

Press the mode button to enter mode selection, rotate the SET button/select dial to the desired
mode and press it to enter the mode setting interface.

1. CCT Mode

In the CCT mode, press and rotate the SET button/select dial CCT
can adjust the brightness from 0% to 100%, and the color
temperature from 2800K to 6500K

85.. 6500«

2. FX Mode

In the FX mode, press and rotate the SET button/select dial can
select among the 11 FX modes, then press and rotate the SET
button/select dial in a certain FX mode interface can adjust its
parameters
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No. FX Icons FX Modes Parameters Adjustment Options
ccT 2800K-6500K
1 Flash Speed 1-100
Mode Camera/Bulb
Freq Random/1-20
2 g} Lightning CcCcT 2800K-6500K
Times Random/1-10
Ny Ratio 30%-90%
3 O‘»‘ Cloudy
Speed Random/1-100
ccT 2800K-6500K
4 Broken Bulb
= Speed 1-100
5 v Speed 1-100
6 Candle Speed 1-100
7 Fire Speed 1-100
Speed 1-100
8 Firework
Embers 1-100
CCcT 2800K-6500K
9 Explosion Speed 1-100
Embers 1-100
10 Welding Speed 1-100
n S0S s0s ceT 2800K-6500K
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Menu Settings

Press the menu button to enter the menu interface, rotate and press the SET button/select dial to
enter the following setting options and adjust their parameters

1. Bluetooth

Rotate and press the SET button/select dial to enter Bluetooth Bluetooth
interface, rotate it to select between Bluetooth switch (on/off)
and reset, while the Bluetooth MAC code is on the right corner
for convenient check

Bluetooth

MAC. 04AB

Bluetooth Reset

Rotate and press the SET button/select dial to enter reset,
then rotate it to the left or right, the "RESET" progress bar will
display, the progress bar is full means Bluetooth is resetting

2. Language
Rotate and press the SET button/select dial to enter language Language
interface, rotate it to select between English and simplified kRS
Chinese

English
3. Display
Rotate and press the SET button/select dial to enter display Display

interface, rotate it to adjust the screen brightness from 10% to
100%.

Brightness
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4. Upgrade

Rotate and press the SET button/select dial to enter upgrade
interface, on which you can check upgrade steps

5. Factory Reset

Rotate and press the SET button/select dial to enter factory
reset interface, rotate it to select confirm or cancel. The
device will automatically reset and reboot if you choose
confirm, then the brightness will turn to 100% and turn to CCT
mode automatically.

Note: The brightness value of the factory setting is high, please operate
with caution, pay attention to high temperature and high brightness, avoid
looking directly at and touching the light-emitting surface.

6. Fixture Info

Rotate and press the SET button/select dial to enter fixture
info, on which you can check model, firmware version,
certification and light head temperature

“Godox Light" APP Downloading

Scan the QR code to download "Godox Light” app (both
Android and iOS systems are available)

Note:

1. The app can be used directly on the firstly installed device (smartphone
or tablet). When changing to other mobile device, the light shall be reset
ge of app.

2. The app should be V3.0 or above.

before the normal us;
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Upgrade from the
app interface after the
fixture and phone
are connected via
Bluetooth

Factory Reset

Fixture Info

Model: LP600Bi
Firmware Ver: V0.3
Certification: CE
Temperature: 25




Maintenance

This product, except consumables, is supported with a one-year warranty.

Unauthorized service will void the warranty.

Maintenance of the light must be performed by our authorized maintenance department which can
provide original accessories.

If the product had failures or was wetted, do not use it until it is repaired by professionals.

Shut down the device immediately should abnormal operation be detected.

Changes made to the specifications or designs may not be reflected in this manual.

llluminance Data of LP400Bi

ccT Condition Unit 0.5m m 2m
LUX =5050 =1330 =346
2800K
fo =469 =123 =32
LUX =5540 =1420 =358
3200K
fc =517 =135 ~35
LUX =6040 =1560 2406
4300K With Diffuser
fo =561 =145 ~38
LUX =6250 =1650 =412
5600K
fc ~580 =163 ~39
LUX =6150 =1600 =412
6500K
fo =571 =149 =39

The above data are average values instead of absolute values, and the above tests are conducted
on the condition of 100% brightness.
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llluminance Data of LP600Bi

ccr Condition Unit 0.5m m 2m
lux =~6020 =~1670 ~428
2800K
fo =559 =155 =40
lux =T7440 ~2050 ~528
3200K
fo =691 =193 =49
lux ~8650 ~2380 ~615
4300K With Diffuser
fc =803 =221 =57
lux =~9020 ~2470 ~640
5600K
fc =838 =230 =59
lux =7800 ~2140 ~558
6500K
fc =725 =199 =52

The above data are average values instead of absolute values, and the above tests are conducted

Technical Data

on the condition of 100% brightness.

Model LP400Bi LP600BI
Input Power 36W 60W
Power Supply 20V=18A 20V=3A
ccT 2800K-6500K

GM Adjust 0%-100%

CRI Average=96

TLCI Average=96

FX Modes n

Bluetooth Control Distance =15 Meters

Working Environment Temperature -10°C-35°C

Controlling Methods

Bluetooth APP control/Light body control

Dimension

229+201+69.5mm

264+201%69.5mm

Net Weight

8569

9859

Specifications and data may subject to changes without notice.
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FCC Statement

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1) This device may not cause harmful interference, and

(2) this device must accept any interference received, including interference that may cause
undesired operation.

Any Changes or modifications not expressly approved by the party responsible for compliance could
void the user's authority to operate the equipment.

Note: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15
of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential
installation.

This equipment generates uses and can radiate radio frequency energy and, if not installed and used in accordance

with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that
interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct
the interference by one or more of the following measures:

- Reorient or relocate the receiving antenna.

- Increase the separation between the equipment and receiver.

- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.

- Consult the dealer or an experienced radio/TV technician for help

The device has been evaluated to meet general RF exposure requirement.

The device can be used in portable exposure condition without restriction.

Warning

Operating frequency:2402MHz — 2480MHz (BT)
Maximum EIRP Power: 8.5dBm

Declaration of Conformity

GODOX Photo Equipment Co. Ltd. hereby declares that this equipment are in compliance with the
essential requirements and other relevant provisions of Directive 2014/53/EU. In accordance with
Article 10(2) and Article 10(10), this product is allowed to be used in all EU member states.For more
information of DoC, Please click this web link:
https://www.godox.com/eu-declaration-of-conformity/

The device complies with RF specifications when the device used at Omm from your body.
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Warranty

Dear customers, as this warranty card is an important certificate to apply for our maintenance
service, please fill in the following form in coordination with the seller and safe-keep it. Thank you!

Product
Information Model Product Code Number
Customer Name Contact Number
Information
Address
Name
Seller Contact Number
Information
Address
Date of Sale
Note

Note: This form shall be sealed by the seller.

Applicable Products

Applicable ProductsThe document applies to the products listed on the Product Maintenance
Information (see below for further information). Other products or accessories (e.g. promotional
items,giveaways and additional accessories attached,etc.) are not included in this warranty scope

Warranty Period

The warranty period of products and accessories isimplemented according to the relevant Product
Maintenance Information. The warranty period is calculated from the day(purchase date) when the
product is bought for the first time,And the purchase date is considered as the date registered onthe
warranty card when buying the product.

( How to Get the Maintenance Service |

If maintenance service is needed, you can directly contact the product distributor or authorized
service institutions. You can also contact the Godox after-sale service call and we will offer you
service. When applying for maintenance service, you should provide valid warranty card. If you
cannot provide valid warranty card, we may offer you maintenance service once confirmed that the
product or accessory is involved in the maintenance scope, but that shall not be considered as our
obligation.



Inapplicable Cases

The guarantee and service offered by this document are not applicable in the following cases:
@ The product or accessory has expired its warranty period; @ Breakage or damage caused by
inappropriate usage, maintenance or preservation, such as improper packing, improper usage,
improper plugging in/out external equipment, falling off or squeezing by external force, contacting
or exposing to the improper temperature, solvent, acid, base, flooding and damp environments, etc;
@ Breakage or damage caused by non-authorized institution or staff in the process of installation,
maintenance, alternation, addition and detachment; & The original identifying information of
product or accessory is modified, alternated, or removed; ® No valid warranty card; © Breakage
or damage caused by using illegally authorized, nonstandard or non-public released software; @
Breakage or damage caused by force majeure or accident; ® Breakage or damage that could not
be attributed to the product itself. Once met these situations above, you should seek solutions
from the related responsible parties and Godox assumes no responsibility. The damage caused
by parts, accessories and software that beyond the warranty period or scope is not included in our
maintenance scope. The normal discoloration, abrasion and consumption are not the breakage
within the maintenance scope.

Maintenance and Service Support Information

The warranty period and service types of products are implemented according to the following Product
Maintenance Information:

Product Maintenance .
Type Name Period(month) Warranty Service Type
Gircuit board 19 Customer sends the product
to designated site
Customer sends the product
Parts Battery B to designated site
Customer sends the product
Electrical parts e.g.battery charger, etc. 3 to designated site
Other Lamp body, lamp cover, locking device, No Without warranty
Items package, etc

Godox After-sale Service Call +86-755-29609320(8062)



